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aircraft inspection program must be in-
cluded in the operations specifications
of the certificate holder.

§ 135.421 Additional maintenance re-
quirements.

(a) Each certificate holder who oper-
ates an aircraft type certificated for a
passenger seating configuration, ex-
cluding any pilot seat, of nine seats or
less, must comply with the manufac-
turer’s recommended maintenance pro-
grams, or a program approved by the
Administrator, for each aircraft en-
gine, propeller, rotor, and each item of
emergency equipment required by this
chapter.

(b) For the purpose of this section, a
manufacturer’s maintenance program
is one which is contained in the main-
tenance manual or maintenance in-
structions set forth by the manufac-
turer as required by this chapter for
the aircraft, aircraft engine, propeller,
rotor or item of emergency equipment.

(c) For each single engine aircraft to
be used in passenger-carrying IFR op-
erations, each certificate holder must
incorporate into its maintenance pro-
gram either:

(1) The manufacturer’s recommended
engine trend monitoring program,
which includes an oil analysis, if appro-
priate, or

(2) An FAA approved engine trend
monitoring program that includes an
oil analysis at each 100 hour interval or
at the manufacturer’s suggested inter-
val, whichever is more frequent.

(d) For single engine aircraft to be
used in passenger-carrying IFR oper-
ations, written maintenance instruc-
tions containing the methods, tech-
niques, and practices necessary to
maintain the equipment specified in
§§ 135.105, and 135.163 (f) and (h) are re-
quired.

(e) No certificate holder may operate
a single engine aircraft under IFR, car-
rying passengers, unless the certificate
holder records and maintains in the en-
gine maintenance records the results of
each test, observation, and inspection
required by the applicable engine trend
monitoring program specified in (c) (1)
and (2) of this section.

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as
amended by Amdt. 135–70, 62 FR 42374, Aug. 6,
1997]

§ 135.423 Maintenance, preventive
maintenance, and alteration organi-
zation.

(a) Each certificate holder that per-
forms any of its maintenance (other
than required inspections), preventive
maintenance, or alterations, and each
person with whom it arranges for the
performance of that work, must have
an organization adequate to perform
the work.

(b) Each certificate holder that per-
forms any inspections required by its
manual under § 135.427(b) (2) or (3), (in
this subpart referred to as required in-
spections), and each person with whom
it arranges for the performance of that
work, must have an organization ade-
quate to perform that work.

(c) Each person performing required
inspections in addition to other main-
tenance, preventive maintenance, or
alterations, shall organize the perform-
ance of those functions so as to sepa-
rate the required inspection functions
from the other maintenance, preven-
tive maintenance, and alteration func-
tions. The separation shall be below
the level of administrative control at
which overall responsibility for the re-
quired inspection functions and other
maintenance, preventive maintenance,
and alteration functions is exercised.

§ 135.425 Maintenance, preventive
maintenance, and alteration pro-
grams.

Each certificate holder shall have an
inspection program and a program cov-
ering other maintenance, preventive
maintenance, and alterations, that en-
sures that—

(a) Maintenance, preventive mainte-
nance, and alterations performed by it,
or by other persons, are performed
under the certificate holder’s manual;

(b) Competent personnel and ade-
quate facilities and equipment are pro-
vided for the proper performance of
maintenance, preventive maintenance,
and alterations; and

(c) Each aircraft released to service
is airworthy and has been properly
maintained for operation under this
part.

§ 135.427 Manual requirements.
(a) Each certificate holder shall put

in its manual the chart or description
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